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 About  I AND I 

 

    We, I AND I INTERNATIONAL CO. LTD. are introducing ourselves as an emerging 

supplier of industrial electric motors, transformers, and several other items. We have 

come here to offer the world-class Coolant Pups, Vibrating Motor, Adjustable 

Transformers, Adjustable Voltage Transformer and other industrial machines. These 

machines are designed and developed as per the predefined industrial specification 

to ensure their high compatibility and quality. Additionally, we use high-grade steel 

and other material to ensure the sturdiness and long working of the products. 

 

    Established in the year 2016, we are working as a Manufacturer (Chuan Sheng 

Electric, Yu Hsheng Electric, and CHENG HSENG Electric), Exporter, and Supplier of 

industrial motors and transformers. Our unmatched quality keeps us apart from 

other manufacturers and have helped us create our brand value in the market. Our 

all products are verified by CE for their functionality and reliable usage. Further, to 

control and manage all business operations, we have an experienced team of 

employees which works round the clock and perform their duties very well. 

 

 

 



   
 

   
CSV Vibrator Motor- Chuan Sheng Electric 

Product Drawings and Specifications  

 

  

 

    

 

      
 

 
 

  
 

Housing A (Aluminum extrusion)  

Housing B (Casting iron)  

Housing C (Casting iron)  

Housing M (Aluminum extrusion)  



   
 

   
2 Pole Speed Vibrator  

 
Theoretical speed in 50 Hz: 3000 rpm 
Theoretical speed in 60 Hz: 3600 rpm 

2 Pole Dimensions 

Models Power Force   Outer dimensions (mm) Base Housing Weight 

  HP W Kg D E F G H I J K L M N Φd Screw   Kg 

A-204 1/16 45 50 111 125 50 16 59 150 25 — 197 150 85 11 M10 A 5.8 

A-209 1/8 90 100 111 125 75 16 59 150 25 — 222 150 110 11 M10 A 7 

A-212 1/6 120 180 111 125 75 16 59 150 25 — 222 150 110 11 M10 A 7.5 

A-218 1/4 180 260 111 125 90 16 59 150 25 — 253 150 140 11 M10 A 9 

A-225 1/3 250 360 190 180 90 13 100 200 50 57 325 230 170 18 M16 B 23 

A-237 1/2 370 600 190 180 90 13 100 200 50 57 325 230 170 18 M16 B 25 

A-255 3/4 550 750 190 180 90 13 100 200 50 57 325 230 170 18 M16 B 26 

A-275 1 750 1000 222 220 140 16 120 238 65 60 340 275 210 20 M19 C 48 

A-2150 2 1500 2000 267 260 140 20 145 285 80 90 445 320 267 28 M25 C 80 

※ 1. A-204, A-209, A-212 have single phase (1 Φ) 110~120,220~240 and  three phase (3 Φ) options，A-218 have single phase (1 

Φ) 220~240 and  three Phase (3 Φ);  others are only three Phase (3 Φ) 

2 Pole Single Phase (1Φ) Micro Vibrator motor 

Models Power Force   Outer dimensions (mm) Base Housing Weight 

  HP W Kg D E F G H I J K L M N Φd Screw   Kg 

A-202 1/32 23 30 65 85 60 6 35 68 23 — 160 100 100 7 M6 M 2.3 

 
※ 1. A-202 only single phase (1 Φ) with 110V;120V;220V;240V 

 

4 Pole Speed Vibrator 
Theoretical speed in 50 Hz: 1500 rpm 
Theoretical speed in 60 Hz: 1800 rpm 

 

4 Pole Dimensions 

Models Power Force   Outer dimensions (mm) Base Housing Weight 

  HP W Kg D E F G H I J K L M N Φd Screw  Kg 

B-404 1/16 45 30 111 125 50 16 59 150 25 — 197 150 85 11 M10 A 7.2 

B-409 1/8 90 100 111 125 75 16 59 150 25 — 222 150 110 11 M10 A 7.5 

B-412 1/6 150 160 111 125 90 16 59 150 25 — 253 150 140 11 M10 A 11 

B-418 1/4 180 400 190 180 90 13 100 200 50 57 325 230 170 18 M16 B 28 

B-425 1/3 250 550 190 180 90 13 100 200 50 57 325 230 170 18 M16 B 30 

B-437 1/2 370 900 222 220 140 16 120 238 65 60 340 275 210 20 M19 C 50 

B-475 1.1 750 2000 267 260 140 20 145 285 80 90 445 320 267 28 M25 C 84 



   
 

   
4 Pole Dimensions 

Models Power Force   Outer dimensions (mm) Base Housing Weight 

  HP W Kg D E F G H I J K L M N Φd Screw  Kg 

B-4110 1(1/2) 1100 2500 267 260 140 20 145 285 80 90 445 320 267 28 M25 C 96 

B-4150 2 1500 3500 295 310 170 25 160 310 87 — 535 380 240 32 M30 C 136 

B-4220 3 2200 5000 360 360 210 30 185 365 110 105 620 450 339 35 M33 C 178 

B-4370 5 3700 7500 360 360 210 30 185 365 110 105 620 450 339 35 M33 C 293 

B-4550 7(1/2) 5500 8500 410 380 290 45 220 425 145 135 687 507 441 38 M39 C 300 

B-4750 10 7500 10000                               

※ 1. B-404, B-409 have single phase (1 Φ) 110~120,220~240 and three phase (3 Φ) options; B-412 A-218 have single phase (1 Φ) 

220~240 and three Phase (3 Φ) ;  others are only three Phase (3 Φ) 
※ 2. Red word means customize 

4 Pole Single Phase (1Φ) Micro Vibrator motor 

Models Power Force   Outer dimensions (mm) Base Housing Weight 

  HP W Kg D E F G H I J K L M N Φd Screw   Kg 

B-402 1/32 23 20 65 85 60 6 35 68 23 — 160 100 100 7 M6 M 2.3 

※ 1. B-402 only single phase (1 Φ) with 110V;120V;220V;240V 

 

6 Pole Speed Vibrator 
Theoretical speed in 50 Hz: 1000 rpm 
Theoretical speed in 60 Hz: 1200 rpm 

 

6 Pole Dimensions 

Models Power Force   Outer dimensions (mm) Base Housing Weight 

  HP W Kg D E F G H I J K L M N Φd Screw   Kg 

C-618 1/4 180 300 190 180 90 13 100 200 50 57 325 230 170 18 M16 B 31 

C-637 1/2 370 800 222 220 140 16 120 238 65 60 385 275 210 20 M19 C 55 

C-675 1 750 1500 267 260 140 20 145 285 80 90 445 320 267 28 M25 C 96 

C-6110 1(1/2) 1100 1800 267 260 140 20 145 285 80 90 445 320 267 28 M25 C 106 

C-6150 2 1500 2500 295 310 170 25 160 310 87 — 590 380 240 32 M30 C 152 

C-6220 3 2200 3800 360 360 210 30 185 365 110 105 620 450 339 35 M33 C   

C-6370 5 3700 5000 410 380 290 45 220 425 145 135 687 507 441 38 M39 C 294 

C-6550 7(1/2) 5500                                 

C-6750 10 7500                                 

※ 1. Red word means customize 

※ 2. 8 poles customize available 



   
 

   
YH Variable Transformer- Yu Hseng Electric 

 

 

 

Single Phase 

Model NO. 
Input 
Volt 

Output 
Volts 

Output 
Max Amp. 

Freq. 
Output 

Max KVA 
Shape & 
Drawing 

Volume Weight 

(m/m) (Kg) 

YH-103(S) 

110 
0-110 3 

50/60 0.33 A 80*70 2 
0-130 2.5 

120 
0~120 2.7 

0~140 2.3 

YH-105(S) 

110 
0-110 5 

50/60 0.55 A 90*105 2.3 
0-130 4.2 

120 
0~120 4.5 

0~140 3.9 

http://www.yuhseng.com.tw/product_con.php?id=30&lang=en
http://www.yuhseng.com.tw/product_con.php?id=30&lang=en


   
 

   
YH-105(M) 

110 
0-110 5 

50/60 0.55 B 122*122*123 3.3 
0-130 4.2 

120 
0~120 4.5 

0~140 3.9 

YH-105(L) 

110 
0-110 5 

50/60 0.55 B 162*162*126 5 
0-130 4.2 

120 
0~120 4.5 

0~140 3.9 

YH-108 

110 
0-110 8 

50/60 0.88 B 162*162*126 6 
0-130 6.8 

120 
0~120 7.3 

0~140 6.2 

YH-110 

110 
0-110 10 

50/60 1.1 B 162*162*126 6.5 
0-130 8.5 

120 
0~120 9.1 

0~140 7.8 

YH-112 

110 
0-110 12 

50/60 1.32 B 162*162*126 7.5 
0-130 10.2 

120 
0~120 11 

0~140 9.4 

YH-115 

110 
0-110 15 

50/60 1.65 B 212*212*126 10.5 
0-130 12.7 

120 
0~120 13.7 

0~140 11.7 

YH-120 

110 
0-110 20 

50/60 2.2 B 212*212*126 11.5 
0-130 16.9 

120 
0~120 18.3 

0~140 15.7 

YH-125 

110 
0-110 25 

50/60 2.75 B 212*212*126 13.5 
0-130 21.2 

120 
0~120 22.9 

0~140 19.6 

YH-130 

110 
0-110 30 

50/60 3.3 C 300*300*145 22 
0-130 25.4 

120 
0~120 27.5 

0~140 23.5 

YH-135 

110 
0-110 35 

50/60 3.85 C 300*300*185 25 
0-130 29.6 

120 
0~120 32 

0~140 27.5 

YH-140 

110 
0-110 40 

50/60 4.4 C 300*300*185 27 
0-130 33.8 

120 
0~120 36.6 

0~140 31.4 

 

 

 

 

Model NO. 
Input 
Volt 

Output 
Volts 

Output 
Max.Amp. 

Input 
Hertz 

Output 
Max.KVA 

Shape & 
Drawing 

Volume Weight 

(m/m) (Kg) 

YH-201(S) 

220 
0-220 1 

50/60 0.22 A 90*117 2.7 
0-260 0.8 

240 
0-240 0.9 

0-280 0.7 

YH-201(L) 

220 
0-220 1 

50/60 0.22 B 122*122*123 4.2 
0-260 0.8 

240 
0-240 0.9 

0-280 0.7 

http://www.yuhseng.com.tw/product_con.php?id=41&lang=en
http://www.yuhseng.com.tw/product_con.php?id=52&lang=en
http://www.yuhseng.com.tw/product_con.php?id=53&lang=en
http://www.yuhseng.com.tw/product_con.php?id=54&lang=en
http://www.yuhseng.com.tw/product_con.php?id=55&lang=en
http://www.yuhseng.com.tw/product_con.php?id=56&lang=en
http://www.yuhseng.com.tw/product_con.php?id=57&lang=en
http://www.yuhseng.com.tw/product_con.php?id=60&lang=en
http://www.yuhseng.com.tw/product_con.php?id=58&lang=en
http://www.yuhseng.com.tw/product_con.php?id=59&lang=en
http://www.yuhseng.com.tw/product_con.php?id=51&lang=en
http://www.yuhseng.com.tw/product_con.php?id=42&lang=en
http://www.yuhseng.com.tw/product_con.php?id=44&lang=en


   
 

   
YH-202(S) 

220 
0-220 2 

50/60 0.44 B 122*122*123 4.5 
0-260 1.7 

240 
0-240 1.8 

0-280 1.5 

YH-202(L) 

220 
0-220 2 

50/60 0.44 B 162*162*126 5.5 
0-260 1.7 

240 
0-240 1.8 

0-280 1.5 

YH-203(S) 

220 
0-220 3 

50/60 0.66 B 122*122*123 4.8 
0-260 2.5 

240 
0-240 2.7 

0-280 2.3 

YH-203(L) 

220 
0-220 3 

50/60 0.66 B 162*162*126 6 
0-260 2.5 

240 
0-240 2.7 

0-280 2.3 

YH-205 

220 
0-220 5 

50/60 1.1 B 162*162*126 6.5 
0-260 4.2 

240 
0-240 4.5 

0-280 3.9 

YH-207 

220 
0-220 7 

50/60 1.54 B 162*162*126 7.6 
0-260 5.9 

240 
0-240 6.4 

0-280 5.5 

YH-210 

220 
0-220 10 

50/60 2.2 B 212*212*126 11 
0-260 8.5 

240 
0-240 9.1 

0-280 7.8 

YH-215 

220 
0-220 15 

50/60 3.3 B 212*212*126 11 
0-260 12.7 

240 
0-240 13.7 

0-280 11.7 

YH-220 

220 
0-220 20 

50/60 4.4 C 300*300*145 20 
0-260 16.9 

240 
0-240 18.3 

0-280 15.7 

YH-225 

220 
0-220 25 

50/60 5.5 C 300*300*145 21 
0-260 18.3 

240 
0-240 22.9 

0-280 19.6 

YH-230 

220 
0-220 30 

50/60 6.6 C 300*300*185 24 
0-260 22 

240 
0-240 27.5 

0-280 23.5 

 

Model NO. 
Input 
Volt 

Input 
Hertz 

Output 
Volts 

Output 
Max.Amp. 

Output 
Max.KVA 

Shape & 
Drawing 

Volume Weight 

(m/m) (Kg) 

YH-1401 

380 
50/60 

0~380 1 0.38 
B 162*162*126 6.5 

440 0~440 1 0.44 

YH-1402 

380 
50/60 

0~380 2 0.76 
B 162*162*126 7.5 

440 0~440 2 0.88 

YH-1403 

380 
50/60 

0~380 3 1.14 
B 162*162*126 8 

440 0~440 3 1.32 

YH-1405 

380 
50/60 

0~380 5 1.9 
B 212*212*126 11 

440 0~440 5 2.2 

YH-1407 

380 
50/60 

0~380 7 2.66 
B 212*212*126 13 

440 0~440 7 3.08 

YH-1410 

380 
50/60 

0~380 10 3.8 
C 300*300*145 21 

440 0~440 10 4.4 

http://www.yuhseng.com.tw/product_con.php?id=62&lang=en
http://www.yuhseng.com.tw/product_con.php?id=63&lang=en
http://www.yuhseng.com.tw/product_con.php?id=64&lang=en
http://www.yuhseng.com.tw/product_con.php?id=65&lang=en
http://www.yuhseng.com.tw/product_con.php?id=119&lang=en
http://www.yuhseng.com.tw/product_con.php?id=66&lang=en
http://www.yuhseng.com.tw/product_con.php?id=140&lang=en
http://www.yuhseng.com.tw/product_con.php?id=67&lang=en
http://www.yuhseng.com.tw/product_con.php?id=68&lang=en
http://www.yuhseng.com.tw/product_con.php?id=69&lang=en
http://www.yuhseng.com.tw/product_con.php?id=70&lang=en
http://www.yuhseng.com.tw/product_con.php?id=47&lang=en
http://www.yuhseng.com.tw/product_con.php?id=48&lang=en
http://www.yuhseng.com.tw/product_con.php?id=82&lang=en
http://www.yuhseng.com.tw/product_con.php?id=83&lang=en
http://www.yuhseng.com.tw/product_con.php?id=84&lang=en
http://www.yuhseng.com.tw/product_con.php?id=85&lang=en


   
 

   
YH-1415 

380 
50/60 

0~380 15 5.7 
C 300*300*185 23 

440 0~440 15 6.6 

YH-1420 

380 
50/60 

0~380 20 7.6 
C 300*300*185 37 

440 0~440 20 8.8 

YH-1425 

380 
50/60 

0~380 25 9.5 
C 300*300*185 44 

440 0~440 25 11 

 

Three Phase 
Model NO. 

Input 
Volt 

Output 
Volts 

Output 
Max Amp. 

Input 
Hertz 

Output 
Max KVA 

Shape & 
Drawing 

Volume Weight 

(m/m) (Kg) 

YH-305(S)  

220 
0-220 5 

50/60 1.9 D 122*122*360 14 
0-260 4.2 

240 
0-240 4.5 

0-280 3.9 

YH-305(L)  

220 
0-220 5 

50/60 1.9 D 162*162*360 16 
0-260 4.2 

240 
0-240 4.5 

0-280 3.9 

YH-308  

220 
0-220 8 

50/60 3.04 D 162*162*360 18 
0-260 6.7 

240 
0-240 7.3 

0-280 6.3 

YH-310  

220 
0-220 10 

50/60 3.8 D 162*162*360 20 
0-260 8.4 

240 
0-240 9.1 

0-280 7.8 

YH-312  

220 
0-220 12 

50/60 4.57 D 162*162*360 22 
0-260 10.1 

240 
0-240 10.9 

0-280 9.4 

YH-315  

220 
0-220 15 

50/60 5.71 D 212*212*385 30 
0-260 12.6 

240 
0-240 13.7 

0-280 11.8 

YH-320(S)  

220 
0-220 20 

50/60 7.62 D 212*212*385 35 
0-260 16.9 

240 
0-240 18.3 

0-280 15.7 

YH-320(L)  

220 
0-220 20 

50/60 7.62 E 300*300*510 40 
0-260 16.9 

240 
0-240 18.3 

0-280 15.7 

YH-325  

220 
0-220 25 

50/60 9.52 E 300*300*510 53 
0-260 21.1 

240 
0-240 22.9 

0-280 19.6 

YH-330  

220 
0-220 29.9 

50/60 11.4 E 300*300*510 68 
0-260 25.3 

240 
0-240 27.4 

0-280 23.5 

YH-335  

220 
0-220 34.9 

50/60 13.3 E 300*300*580 72 
0-260 29.5 

240 
0-240 31.9 

0-280 27.4 

YH-340  

220 
0-220 39.9 

50/60 15.2 E 300*300*580 78 
0-260 33.7 

240 
0-240 36.5 

0-280 31.3 

http://www.yuhseng.com.tw/product_con.php?id=86&lang=en
http://www.yuhseng.com.tw/product_con.php?id=87&lang=en
http://www.yuhseng.com.tw/product_con.php?id=49&lang=en
http://www.yuhseng.com.tw/product_con.php?id=46&lang=en
http://www.yuhseng.com.tw/product_con.php?id=72&lang=en
http://www.yuhseng.com.tw/product_con.php?id=73&lang=en
http://www.yuhseng.com.tw/product_con.php?id=74&lang=en
http://www.yuhseng.com.tw/product_con.php?id=75&lang=en
http://www.yuhseng.com.tw/product_con.php?id=76&lang=en
http://www.yuhseng.com.tw/product_con.php?id=77&lang=en
http://www.yuhseng.com.tw/product_con.php?id=78&lang=en
http://www.yuhseng.com.tw/product_con.php?id=79&lang=en
http://www.yuhseng.com.tw/product_con.php?id=80&lang=en
http://www.yuhseng.com.tw/product_con.php?id=81&lang=en
http://www.yuhseng.com.tw/product_con.php?id=71&lang=en


   
 

   
Model NO. 

Input 
Volt 

Input 
Hertz 

Output 
Volts 

Output 
Max Amp. 

Output 
Max KVA 

Shape & 
Drawing 

Volume Weight 

(m/m) (Kg) 

YH-3402(S) 

380 
50/60 

0~380 2 1.31 
D 122*122*360 12 

440 0~440 2 1.52 

YH-3402(L) 

380 
50/60 

0~380 2 1.31 
D 162*162*360 15 

440 0~440 2 1.52 

YH-3403(S) 

380 
50/60 

0~380 3 1.97 
D 122*122*360 14 

440 0~440 3 2.28 

YH-3403(L) 

380 
50/60 

0~380 3 1.97 
D 162*162*360 18 

440 0~440 3 2.28 

YH-3405 

380 
50/60 

0~380 5 3.29 
D 162*162*360 20 

440 0~440 5 3.81 

YH-3408 

380 
50/60 

0~380 8 5.26 
D 212*212*385 27 

440 0~440 8 6.09 

YH-3410 

380 
50/60 

0~380 10 6.58 
D 212*212*385 30 

440 0~440 10 7.62 

YH-3415 

380 
50/60 

0~380 15 9.87 
D 212*212*385 35 

440 0~440 15 11.4 

YH-3420 

380 
50/60 

0~380 20 13.2 
E 300*300*510 54 

440 0~440 20 15.2 

YH-3425 

380 
50/60 

0~380 25 16.5 
E 300*300*510 68 

440 0~440 25 19.1 

YH-3430 

380 
50/60 

0~380 30 19.7 
E 300*300*580 75 

440 0~440 30 22.9 

➢ Efficiency 80 percentage in continuous use 
➢ Two styles in the specification of one-phase voltage transformer  

1. Positive (Standard): applied on outside of machines and table use  
2. Opposed (Embedded): applied on inside of machines and wiring plates 
3. For model dimension details, please contact sales or check from our web-site 
4. When using variable transformer for special purposes, please consult us in advance. 

 

Machine Coolant Pump- Yu Hseng Electric 

 
 
 
 
 
 
 
 
 
 

http://www.yuhseng.com.tw/product_con.php?id=50&lang=en
http://www.yuhseng.com.tw/product_con.php?id=88&lang=en
http://www.yuhseng.com.tw/product_con.php?id=43&lang=en
http://www.yuhseng.com.tw/product_con.php?id=89&lang=en
http://www.yuhseng.com.tw/product_con.php?id=90&lang=en
http://www.yuhseng.com.tw/product_con.php?id=91&lang=en
http://www.yuhseng.com.tw/product_con.php?id=92&lang=en
http://www.yuhseng.com.tw/product_con.php?id=93&lang=en
http://www.yuhseng.com.tw/product_con.php?id=94&lang=en
http://www.yuhseng.com.tw/product_con.php?id=95&lang=en
http://www.yuhseng.com.tw/product_con.php?id=96&lang=en


   
 

   
Dimensions 

 

   unit: mm 
 

Model No. HP Watt L LA LB LC LD D DA H HA EA EB 

TC-8100  (1/8) 94 245 100 10 13 70 102 90 124 160 128 7.5 

TC-8130  (1/8) 94 275 130 10 13 70 102 90 124 160 128 7.5 

TC-8150  (1/8) 94 295 150 10 13 70 102 90 124 160 128 7.5 

TC-8180  (1/8) 94 325 180 10 13 70 102 90 124 160 128 7.5 

TC-8220  (1/8) 94 365 220 10 13 70 102 90 124 160 128 7.5 

TC-6130 (1/6) 125 275 130 10 13 70 102 90 124 160 128 7.5 

TC-6150 (1/6) 125 295 150 10 13 70 102 90 124 160 128 7.5 

TC-6180 (1/6) 125 325 180 10 13 70 102 90 124 160 128 7.5 

TC-6220 (1/6) 125 365 220 10 13 70 102 90 124 160 128 7.5 

TC-4155 (1/4) 188 341 155 6 21 70 125 126 160 191 158 10 

TC-4180 (1/4) 188 366 180 6 21 70 125 126 160 191 158 10 

TC-4200 (1/4) 188 386 200 6 21 70 125 126 160 191 158 10 

TC-4220 (1/4) 188 406 220 6 21 70 125 126 160 191 158 10 

TC-4240 (1/4) 188 426 240 6 21 70 125 126 160 191 158 10 

TC-4270 (1/4) 188 456 270 6 21 70 125 126 160 191 158 10 

TC-4350 (1/4) 188 536 350 6 21 70 125 126 160 191 158 10 

TC-2150 (1/2) 375 355 150 6 29/24* 70 125 126 170 196 171 10 

TC-2180 (1/2) 375 385 180 6 29/24* 70 125 126 170 196 171 10 

TC-2240 (1/2) 375 445 240 6 29/24* 70 125 126 170 196 171 10 

TC-2290 (1/2) 375 495 290 6 29/24* 70 125 126 170 196 171 10 

TC-1180 1 750 400 180 9 31 70 125 151 180 200 185 10 

TC-1240 1 750 460 240 9 31 70 125 151 180 200 185 10 

TC-1290 1 750 510 290 9 31 70 125 151 180 200 185 10 

TC-1380 1 750 600 380 9 31 70 125 151 180 200 185 10 

 Note: *3/4” and 1” caliber 

http://www.yuhseng.com.tw/product_con.php?id=31&lang=en
http://www.yuhseng.com.tw/product_con.php?id=97&lang=en
http://www.yuhseng.com.tw/product_con.php?id=32&lang=en
http://www.yuhseng.com.tw/product_con.php?id=98&lang=en
http://www.yuhseng.com.tw/product_con.php?id=99&lang=en
http://www.yuhseng.com.tw/product_con.php?id=33&lang=en
http://www.yuhseng.com.tw/product_con.php?id=34&lang=en
http://www.yuhseng.com.tw/product_con.php?id=100&lang=en
http://www.yuhseng.com.tw/product_con.php?id=101&lang=en
http://www.yuhseng.com.tw/product_con.php?id=35&lang=en
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Outlet PT : 
3

4
 “                                                 Ambient temperature: Max. + 50°C 

Liquid temperature range : + 0°C ~ + 90°C         Submerged depth : Min. 40 mm 
 

Dimensions and weights 

Model A (mm) B (mm) C (mm) D (mm) Weights (Kg) 

TC-1145-4T-2-1 349 145 204 128 11.3 

TC-1145-4T-2-2 349 145 204 128 11.5 

TC-1172-4T-3-1 376 172 204 128 11.5 

TC-1172-4T-3-2 376 172 204 128 11.7 

TC-1172-4T-3-3 376 172 204 128 11.8 

TC-1199-4T-4-2 403 199 204 128 11.9 

TC-1199-4T-4-3 403 199 204 128 12 

TC-1226-4T-5-2 430 226 204 128 12.1 

TC-1226-4T-5-3 430 226 204 128 12.2 

TC-1253-4T-6-2 457 253 204 128 12.2 

TC-1253-4T-6-3 457 253 204 128 12.4 

 



   
 

   
Motor Fab Equipment - Cheng Hseng Electric 

 

This automatic motor test equipment 

(bench)is used to test motor characteristics 

and efficiency. The test methods satisfied 

International Electrotechnical Commission 

(IEC) and Institute of Electrical and 

Electronics Engineers (IEEE) regulations 

(IEC60034-2-1-1; IEC60034-2-1-2; 

IEEE112-B).  

 

This tester is applicable for motor stator and Coil test 

in QC and semi-product stage (1Φ3L, 1Φ6L, 3Φ3L, 

3Φ6L). Test accurate and easy to operate, save test 

time, improve product quality. Our company has other 

test equipment to provide customer with different 

needs. 

For Pump Automatic Test System, test items include Head 

Height (pressure), Flow, Pump Efficiency, Electric characteristic 

(Amp, Volt, Watt, cycles, motor speed, etc). The measurements 

also include Pump power Pump characteristic & efficiency, 

Motor characteristic & efficiency and HQ Curve (Head in meter 

VS Flow)  

 

This machine is used in coil varnish process which is run for 

drying and final air cooling. The vacuum environment soaking 

varnish can make the motor copper and silicon steel gap does 

contact Clear coating. This model product is available for 

different design of machine size, shape and processing quantity 

of finished product, etc. as per customer's demand. 

High Efficiency Motor Test Bench 

 

 

Pump 

 

 

 

 

Stator Winding Coil Tester 

 

 

Pump 

 

 

 

 

Coil Varnish Drying Oven 

 

 

Pump 

 

 

Pump Auto Test System 

 

Pump 

 

 

 

 



   
 

   

This machine is used in armature of electric motor, coil, 

and lacquered wire for electrical resistance use to be 

soaking in the varnish (clear coating).In vacuum 

environment soaking varnish  can make the motor copper 

and silicon steel gap does contact Clear coating. It will 

improve the mechanical strength of copper wire, 

insulation resistance, and effectively prevent short circuit. 

It also reduce noise, prevent motor shaking, extend motor 

life, and Improve the conductivity of copper and silicon 

steel sheet cooling efficiency, It is suitable for general motors, servo motors, brushless 

motors, transformers, especially the high frequency, high efficiency motor effect is most 

significant. 

 Mist Oil - Fume Collector 

 
BL-VF Mist & Smoke Collector series (BL-VF Collector) are used to capture and filter 

particle-size matter from machining, wet grinding, milling, turning and other processes, 

primarily in the metalworking industry. 

With standard internal filter (BL-VF-xxx-S), BL-VF Collectors effective and efficient mist 

filtration solution to provide a more productive work environment by reducing coolant and 

machining oil mists in a machine-mountable package. 

With advanced internal filter (BL-VF-xxx-A), BL-VF Collector can filters & collect water-

soluble coolant, straight oil, and the most challenging, oily smoke (water, smoke, oil) for 

industrial process requirements. 

 

 

 

Coil Pneumatic Varnish VAT 



   
 

   
 

Model D W H 

BL-001-VF 395 400 650 

BL-002-VF 394 400 750 

BL-003-VF 455 460 650 

BL-004-VF 454 460 750 

 

Model  BL-001-VF BL-002-VF BL-003-VF BL-004-VF 

Motor (HP) 0.5HP 1HP 1.5HP 2HP  

Air flow (m³/min) 12 15 18 21 

Intake Dim (mm) 150 150 150 150 

Voltage (V) 220/380 220/380 220/380 220/380 

Current (A) 1.5/0.87 2.8/1.62 4.5/2.6 4.8/2.7 

Freq (Hz) 50/60 50/60 50/60 50/60 

Speed (rpm) 2850/3500 2850/3500 2850/3500 2850/3500 

Noise (dB) 65 68 72 75 

Weight (kg) 36 42 48 52 

 

Contact US 

  

Add: No.6, Aly. 3, Ln. 130, Xizhou Rd., Taiping 

City, Taichung County 411 Taiwan 

TEL：886-4-22780686  

FAX：886-4-22753287 

Email: iniint.sales@gmail.com  

Email: yen@iniint.com 

Email: stella@iniint.com 

http://www.iniint.com 
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